Material Safety Data Sheet

Infosafe No.   1                 Version No.    1.0                   ISSUED Date   September 2015                   Status   ISSUED

Product Name
HOT ROLLED STEEL PLATE.
Company Name

NLMK DanSteel A/S

Address

Havnevej 33

3300 Frederiksværk

Denmark

Telephone/Fax Number

Telephone: +45 47770333
Email
Info@dansteel.dk
Recommended Use

Metal fabrication and manufacturing

Other Names
Name


Includes Structural (or Strength) Grades 
 
Hazard Classification
Not classified as Hazardous 
Not classified as Dangerous Goods
Safety Phrase (s)

S22  Do not breathe dust.

S37  Wear suitable gloves.


Information on Composition
Steel plate. Steel plate is available with primer on both sides.

Ingredients

Name
CAS
Proportion

Base Metal – All Products

Steel
12597-69-2
100 %

=========================================
===================================
=============================

Primed plate only:

Zinc – Si Rich Primer

20 micron per side

=========================================
===================================
=============================

Surface Scale – Iron Oxides
Mixture of iron oxide
100 %


Inhalation
It is unlikely that this product can be inhaled in the supplied form. If exposed to fumes from welding operations, remove to fresh air.

Ingestion

It is unlikely that this product can be ingested in the supplied form.

Skin

It is unlike that this product will cause irritation to the skin in the supplied form. Wash affected area thoroughly with soap and water.

Eye

It is unlikely that this product will enter the eye(s) in the supplied form. If steel splinters enter the eye, obtain medical attention immediately.

First Aid Facilities

Eyewash and normal washroom facilities.
Advise to Doctor

Treat symptomatically.

Other Information

For advise in an emergency, contact a Poisons Information Centre or a doctor at once.


Suitable Extinguishing Media 
Use appropriate fire extinguisher for surrounding environment.

Hazards from Combustion Products

Non combustible material. Some parts of the packaging are combustible.

Specific Hazards

When burnt or overheated the product and packaging may release combustion products including carbon monoxide and metallic oxides.

Decomposition Temperature
Not available
Precautions in connection with Fire

Fire fighters should wear Self-Contained Breathing Apparatus (SCBA) operated in positive pressure mode and full protective clothing to prevent exposure to vapours or fumes.


Emergency Procedures
Product should be picked up with suitable lifting equipment. Wear appropriate gloves to avoid cuts when handling.


Precautions for Safe Handling
Product is expected to undergo significant post processing including forming, welding, grinding, blasting, galvanising, painting etc. Product should be picked up with suitable lifting equipment. Wear appropriate gloves to avoid cuts when handling.

If welding primed plate there is a possibility of zinc fume generation.

Maintain high standards of personal hygiene i.e. washing hands prior to eating, drinking, smoking or using toilet facilities.

Conditions for Safe Storage

The material as supplied is not known to be hazardous to the environment. Product must be stored and secured to prevent movement during storage and transport. Store in a dry environment to prevent corrosion in storage. 


Exposure Standards

No exposure standards have been established for this material. Any operation which has the potential of generating particulates including dust or fume requires a risk assessment to be undertaken. This may require the involvement of an experienced Occupational Hygienist. 

Biological Limit Values

No biological limits allocated.

Engineering Controls

Use with good general ventilation. No special ventilation is required for the product as supplied. For processing operations that generate dust or fumes, the use of engineering controls may be necessary to maintain oar concentrations below the relevant National Exposure Standards.

Respiratory Protection

Not generally required. If engineering controls are not effective in controlling airborne exposure then an approved respirator with a replaceable filter should be used.

Eye Protection

Safety glasses with side shields, chemical goggles or full-face shield as appropriate should be used. Final choice of appropriate eye/face protection will vary according to individual circumstances. Eye protection devices should conform to relevant regulations. 
Hand Protection

Appropriate gloves should be worn handling strip or sheet steel, to avoid cuts from splinters, burrs and sharp edges. Final choice of appropriate gloves will vary according to individual circumstances i.e. methods of handling or according to risk assessments undertaken.

Body Protection

Suitable protective work wear, e.g. cotton overalls buttoned at neck and wrist is recommended.


Appearance

Steel plate with gray or red appearance
Odour

Not applicable

Decomposition Temperature

Not available

Melting Point

Base metal: 1530ºC (approximate)

Boiling Point

2900 ºC (approximate)

Solubility in Water

Insoluble

Specific Gravity

7,85

pH Value

Not applicable

Vapour Pressure

Not applicable

Vapour Density (Air=1)
Not applicable

Evaporation Rate

Not applicable

Odour threshold

Not applicable

Viscosity

Not applicable

Octanol/Water Partition Coefficient

Not applicable

Flash Point

Not applicable

Flammability

Non combustible material.

Auto-Ignition Temperature

Not applicable

Kinematic Viscosity

Not applicable

Dynamic Viscosity

Not applicable

Explosion Limit – Upper

Not applicable

Explosion Limit – Lower

Not applicable

Stability and Reactivity
Refer to hazardous reactions below

Chemical Stability

Stable under normal conditions of storage and handling.

Conditions to Avoid

None expected, when used of storage and handling.

Incompatible Materials

Strong acids, strong alkalis

Hazardous Decomposition Products

When burnt or overheated the product and packaging may emit carbon monoxide, metallic oxides and other products of combustion.

Hazardous Reactions

Contact of metallic substances with acids and alkalis liberates hydrogen gas.

Hazardous Polymerization

Will not occur.


Toxicology Information
No toxicity data available for this material.
Inhalation

It is unlikely that this product can be inhaled in the supplied form. Inhalation of product may cause irritation og the nose, throat and respiratory system.

If welding primed plate there is a possibility of zinc fume generation.

Ingestion

It is unlikely that this product can be ingested in the supplied form.

Skin

Is it unlikely that this product will cause irritation to the skin in the supplied form. The surface oil used for corrosion protection may irritate the skin in sensitive individuals.

Eye

It is unlikely that this product will enter the eye(s) in the supplied form.

Chronic Effects

Prolonged contact with the surface oil used for corrosion protections may irritate the skin in sensitive individuals.


Ecotoxicity
No ecological data available for this material.

Persistence / Degradability

Not available

Mobility

Not available

Bio accumulative Protection

Not available
Environmental Protection

The material as supplied is not known to be hazardous to the environment.


Disposal Considerations 
This product and packaging can be recycled. If not recycled, any disposal of waste product should be in accordance with local regulations.


Transport Information
Not classified as Dangerous Goods.
IMDG Marine Pollutant
No


Regulatory Information
REGULATION  (EC)  No  1907/2006  (REACH)  Article 7.1 – Not applicable

REGULATION  (EC)  No  1907/2006  (REACH)  Article 7.2 – Not applicable

REGULATION  (EC)  No  1907/2006  (REACH)  Article  33 – Not applicable

Date of preparation or last revision of MSDS
SDS Reviewed: September 2015  Supersedes: first edition
Other Information

none
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